
18) SPECIAL APPLICATION NOTE - Storing ESQ-1 data to an external MIDI Disk Drive 
Instructions for using an external device with Sys-Ex Recording capabilities (such as the ENSONIQ SQ-80 CrossWave 
Synthesizer and the ENSONIQ EPS Performance Sampler, or a "M IDI disk drive" (such as the Yamaha™ MDF-1) to 
save and load ESQ-1 Sequencer and Program data. 

Important: When sending ESQ·1 data to an external disk drive or Sys-ex recorder, send the data exactly as you would 
to another ESQ-1. When you later want to reload the data from the drive, DO NOT use the MIDI LOAD command on 
the ESQ-1 's Storage Page. This command only relates to storage in Mirage format. Your MIDI disk drive will ignore 
it completely, and nothing will happen. To reload the data, you must send it to the the ESQ-1 from the drive, using 
the Send (or Load) command on the drive unit itself. Consult the owner's manual of your particular storage device for 
specific instructions. 

Sequences: 
To save Sequencer data to the disk drive: 
1) Connect the MIDI Out of the ESQ-1 to the MIDI In of 

the drive. 
2) Prepare the drive unit to receive data. 
3) Select the Storage Page on the ESQ-1. 
4) Press MIDI SEND. 
5) Press SEQ TO ESQ-1 
6) To save only the currently selected Sequence, press 

CURRENT SEQUENCE; OR, 
To save the entire Sequencer memory, press 
ALL SEQUENCER DATA. 

7) The Display will read MIDI DATA BEING 
TRANSMITIED - PLEASE WAIT. When the trans­
fer is complete, the Display will read DATA 
TRANSMITIED - CHECK RECEIVER. This indi­
cates that the ESQ-1 did not receive a reply from 
another ESQ-1 confirming the transfer, but it sent the 
data anyway. The Sequencer data should now be in 
the buffer memory of the disk drive unit. 

8) Save the data in the drive unit's buffer memory to disk. 

To Load Sequencer data back into the ESQ-1 from 
the disk drive: 

1) Connect the MIDI Out of the drive unit to the MIDI In 
of the ESQ·1. 

2)	 Enable the ESQ-1 to receive System Exclusive mes­
sages (ENABLE=KEYS+CT+PC+SS+SX on the 
MIDI Page). 

3)	 Make sure the ESQ-1 is set to the same Base MIDI 
Channel (CHAN,=,_ on the MIDI Page) as when you 
transmitted the data to the drive. 

4)	 Locate the file you want on the disk, and prepare to 
send it to the ESQ-1. 

5)	 Send the data from the disk drive. 
6)	 When the transfer is complete, the ESQ·1 Displaywill 

show a Sequence Select Page. If you loaded just one 
sequence (as opposed to the entire sequencer mem­
ory), it will be placed in the highest numbered empty 
sequence location. 

Programs: 
To save Programs to the disk drive: 
1) Connect the MIDI Out of the ESQ-1 to the MID/In of 

the drive. 
2) Prepare the drive unit to receive data. 
3) Select the Storage Page on the ESQ-1. 
4) Press MIDI SEND. 
5) To save only the currently selected Program, press 

CURRENT PROGRAM; OR,
 
To save all40 Programs inthe Internal memory, press
 
INT PROG BANKS.
 

6)	 The Display will read MIDI DATA BEING 
TRANSMITTED - PLEASE WAIT. When the trans­
fer is complete, the Display will return to the Storage 
Page. The Program data should now be in the buffer 
memory of the disk drive unit. 

7)	 Save the data in the drive unit's buffer memory to disk. 

To Load Programs back into the ESQ-1 from the disk 
drive: 

1) Connect the MIDI Out of the drive unit to the MIDI In 
of the ESQ-1. 

2)	 Enable the ESQ·1 to receive System Exclusive mes­
sages (ENABLE=KEYS+CT+PC+SS+SX on the 
MIDI Page). 

3)	 Make sure the ESQ-1 is set to the same Base MIDI 
Channel (CHAN==_ on the MIDI Page) as when you 
transmitted the data to the drive. 

4) The ESQ-1 must be on a Program Select Page to 
receive Programs via MIDI. Press Internal, CART A 
or CART B, so that a Program Select Page is showing 
on the Display. 

5)	 Locate the file you want on the disk, and prepare to 
send it to the ESQ-1. 

6)	 Send the data from the disk drive. 
7)	 When the transfer is complete, the ESQ·1 Display will 

show a Program Select Page, with the new Programs 
in place. Or, if you loaded just one Program (as 
opposed to an entire Bankof40), the WRITE Page will 
appear with the new Program on it, ready to write to 
any Internal or Cartridge location. 
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